
Model H8170/H8171 HYDRAULIC/ELECTRIC
LOG SPLITTER

Customer Service #: (570) 546-9663 • To Order Call: (800) 523-4777 • Fax #: (800) 438-5901

MACHINE DATA 
sheet

Motor:
	 Type............................................................................. TEFC Capacitor Start Induction	
	 Horsepower...................................................................................................... 1-3/4 HP
	 Voltage................................................................................................................... 110V
	 Cycle...................................................................................................................... 60Hz
	 Amps....................................................................................................................... 13 A
	
Dimensions (Length) x Width x Height):
	 H8170 .................................................................................................37 x 10¼ x 19 in.
	 H8171...............................................................................................47¼ x 10¼ x 19 in.	

Net Weight:
	 H8170................................................................................................................... 99 lbs.

H8171................................................................................................................ 110 lbs.

Hydraulic Oil Capacity:
	 H8170................................................................................................................. 1.7 Qts.
	 H8171................................................................................................................. 2.5 Qts.
	 Machines ship filled with oil...................................................................................... Yes

Hydraulic Oil Type:....................................................................................SHELL Tellus 22
	 ............................................................................................................... MOBIL DTE 11
	 .........................................................................................................ARAL Vitam GF 22
	 ................................................................................................. BP Energol HLP-HM 22	

Splitting Force:................................................................................................... 10,000 lbs.

Maximum Log Length:
	 H8170..................................................................................................................14½ in.
	 H8171..................................................................................................................20½ in.

Log Splitting Diameter (Appx.):..............................................................................2−10 in.

	 (The actual maximum and minimum splitting diameter for a particular log will depend 
on wood species, grain characteristics and moisture content.)


